
Wood
HAZARDOUS WASTE

Green pressure treated wood is hazardous waste 
(CCA-impregnated). Brown/black creosote treaded wood 
(railroad ties and telephone poles etc.) is hazardous 
waste.

What you should do:
Pressure treated (green) and creosote treated (brown/
black) treated wood should be sorted out and delivered 
as hazardous waste. Bathroom panel with marble-imitat-
ed surface must be sorted out and delivered as hazard-
ous waste. Pressure treated wood (CCA- impregnated) 
can usually be found in exposed building parts such as 

•	 Terraces and external stairs.
•	 Bargeboard and box end.
•	 Counter-batten system.
•	 Battens behind facade panels.

Possible environmentally harmful substances
•	 Chromated copper arsenate (CCA).
•	 Polycyclic aromatic hydrocarbons (PAHs).
•	 Pentachlorophenol (bathroom panel from 1967 – 1992). 

Normal non-hazardous waste types:
•	 Untreated wood.
•	 Painted or stained, non-impregnated (light-colored) 

wood.
•	 New pressure treated wood produced after 2003.
•	 Bathroom panels produced after 1992.

Classification and labeling of the waste:

Classification 
of the waste

Waste code Suggested EAL-code

CCA treated wood 7098 *170204

Creosote treated 
wood

7154 *170204

Pentachlorophenol 7151 *170204

Read more about the type of waste 
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Tips
By looking at the underside or the not-painted side of 
the plank you can easily see the original color of the 
plank (wood). A green color would indicate that the 
wood is CCA-impregnated. 

Railroad ties with creosote.

Pressure impregnated wood in external stairs.

Bathroom panels.


